
Two Phase (Two Leg) Installation, U.S
For Filtering All Power From Utility, 100 amp Service.

This Configuration Utilizes A Dedicated
Circuit Breaker, At or Below The

Current Rating Of The IND Line Inductor.
Do Not Connect IND Line Inductor To Utility 

Without A Dedicated Intervening Circuit Breaker.

A.C. Input
From
Utility

Provider

DNA Line Inductor
100 amps max, 

for IND100 Model

H
o

t 
In

N
e

u
tr

a
l I

n
H

o
t 

O
u

t
N

e
u

tr
a

l O
u

t

Facility
Connection

Panel
a.k.a.
Main

Circuit
Breaker

Box

S
af

et
y 

G
n

d.

Hot 1 (H1)

Neutral (N)

Hot 1

Neutral

Safety Gnd.

H
ot

 2
 (

H
2)

Neutral

Hot 2

Neutral

Safety Gnd.

H1

H2

N

100 Amp
Circuit

Breaker,
2-Pole,
For An
IND100

RxDNA-V2X or 
RxDNA-V3LF 
Parallel Filter 
connected to  

Hot 1 and  
Neutral.

RxDNA-V2X or 
RxDNA-V3LF 
Parallel Filter 
connected to  

Hot 2 and  
Neutral.
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