Two Phase (Two Leg) Installation,

Power From Solar Inverter.
This Configuration Relies On Internal Current
Limiting of The Inverter, At or Below The
Current Rating Of The IND Line Inductor.

DNA Line Inductor
30 amps max, for IND30 Model RxDNA-V2X or
100 amps max, for IND100 Model RxDNA-V3LF
A.C. Input - 5 Parallel Filter
From % = 9 connected to
Solar £ 5 o 8 Hot 1 and
Inverter(s ° 5 3 Neutral.
verter(s) 22 2 2
©
C
500000
e Facility
»n Connection
O Panel
a.k.a. I
v Hot 1 Main
H1 Hot 1 (H1) Neutral Circuit
.
N Neutral (N) % Breaker
Safety Gnd. Box
H2
DNA Line Inductor
30 , for IND30 Model
100 2??: Qii fg: IND100 I\(/I)ogel RxDNA-V2X or
= RxDNA-V3LF
£ @) Parallel Filter
N c © 5 connected to
= = 3 © £ Hot 2 and
5 Iz 2 2 Neutral.
©
C
5 |[O0000
£
n
IND100 / IND30
Hot 2 Installation For
Filtering Output
Neutral Neutral PowegrJ From
Safety Gnd. Solar Inverter.
Rev. 1




	Slide 1

